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Surface Coring JSA Index
0000 – Table of contents
Section 0

0001
JSA Template
0002
Risk Rating Tool
1000 – Hand tools
Section 1
1001
Bench Grinder Operation
1002
Chain Binder Operation
1003
Portable Grinder Use
1004
Circular Saw Use
1005
Welding or Cutting
1006
Cut Off Saw
1007
Hot Pressure Washer Operation
1008
Drill Press Operation
1009
Chain Saw Use
2000 - 
Section 2
[empty]

3000 – Communications Reporting
Section 3
[empty]

4000 – Travelling
Section 4
4001
Crane / Picker Operation
4002
Fuelling Equipment of Vehicles
4003
230 Timberjack Skidder Operation
4004
230 Timberjack Skidder (Pre-Shift Inspection)
5000 – Moving equipment
Section 5
5001
Prepare Road and Site for Drill
5002
Moving Drill and Equipment to Hole Set Up
5003
Towing a Drill Shack or a Sloop
5004
Towing a Vehicle on a mine Site
6000 – Setting up and tear down
Section 6
6001
Securing Job Sites
6002
Operation on Terrain
6003
Installing T Style Mast on LY 44
6004a
Raising Drill Mast on LY 38
6004b
Lowering a Drill Mast on a LY 38
6005
Installing or tensioning guy wires
6006a
Assembly of Diverter System
6006b
Dismantling of Diverter System
6007
Breaking Casing with Casing Clamp
6008
Breaking Casing Shoe, Bit and Shell
6009
Adding Rods with Automatic Breaking Device
6010
To Prepare the Drill for Geophysics or Gyro Survey
6011
Preparing a Drill Shack for a Move (LF 70)
6012
Setting Up a Drill on a Slope
7000 – Drilling
Section 7
7001
Core Barrel Empty Tube-Coring
7002
Shift Rig Inspection (during shift)
7003
Breaking out Core Barrel on Drill with no Foot Clamp
7004
Breaking out Core barrel with foot clamp (core barrel will not fit thought head)
7005
Operation Procedures for drill set up and Drilling in areas with Potential Gas Hazards
7006a
Lowering Rods with a Rod Handler
7006b
Pulling Rods with a Rod Handler
7006c
Picking Up Rods from the Shack Floor with a Rod Handler
7006d
Lowering Rods to the Shack Floor with a Rod Handler
7008
Tripping Rods with Anti Kickback Device
7009
Breaking Water Swivel with Anti Kickback Device
7010
Removing the Landing Ring
7011a
Tripping Rods Back in with Breakout Tools
7011b
Tripping Rods out with Breakout Tools
7012
Pulling Rods with the Rousseau Wrench
7013
Breaking Water Swivel with Rousseau Wrench
7014
Breaking Water Swivel for Core Tube Removal
7015
Core Recovery & Handling
7015b
Mineralized Core Recovery & Handling
7016
Robotic Arm – Removing Rod to Pull Tube
7017
Robotic Arm – Pulling Rods
7018
Open/Close 3 7/8 Head on an Angled Hole
7019
Breaking Core with Head or Hoisting Cable
7020 Setting a wedge on a towerless drill
7021 Empty core from inside the core barrel
8000 – Maintenance activities
Section 8
8001
Crosshead Replacement
8002
Changing Rotation Motors
8003
Change Swabs – Bean Pump
8004
Replacing the complete rotation head unit
8005
Greasing Planetary Gears on LY 38 hoist
8006
Removing Hoist, Brakes & Motors
8007
Changing Mainline on LF-70
8008a
Removing Old Hoisting Cable
8008b
Replacing Hoisting Cable
9000 – General and specialty practices
Section 9
9001
Battery Recharging
9002
Use of Cleaning Solvents
9003
Compressed Air Use
9004
Extension Ladder Use
9005
Fall Arrest System (Maintained)
9006
Fall Protection
9007
Light Tower Operation
9008
Move Equipment to and From Shelves
9009
Move Equipment to and from truck/container
9010
Lifting and Carrying
9011
Working in the Mast
9012
Working around Overhead Power Lines
9013
Lock and Tag Electrical Procedure – obsolete see 9025
9014
Portable Electric Generators
9015
Cable Inspections (wireline; hoisting cable)
9016 Methane Calibration and Testing Procedure – AMC 360
9016b
Methane Testing Procedure iTX & ITrans
9017 Pipe Wrench Use
9019a
Pre-Move Check (Helicopter Jobs)
9019b
Disassembly of Rig (Helicopter Jobs)
9019c
Assembly of Rig (Helicopter Jobs)
9019d
Move of Survival Shack (Helicopter Jobs)
9020
Winter Drilling
9021
Putting grout in a tube
9022
Draining heater coil & lighting up heater coil
9023 Draining water line hoses
9024 Entry into an open hole (sump)
9025 General Lockout Tag out Procedure
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