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“Job Safety Analysis”
JSA # 9019d

	Title of Job/Operation:
	Move of survival shack (Helicopter Jobs)
	JSA Created on: 
	March 1, 2007

	Person(s) performing Job:
	Drillers, Helpers & Supervisor
	Employee(s) Observed:
	

	Dept.: 
	Surface Coring
	Analysis Done by:
	Al Lamy/Reg Plante/A. Ganguli

	Dept. Supervisor
	
	Analysis approved by:
	Al Lamy/Reg Plante/A. Ganguli

	PPE Required:
	Regular Surface PPE
	Risk Level:
	18


NOTE: USE SLINGS AS MUCH AS POSSIBLE TO STAY AWAY FROM LOAD
	Sequence of Basic Job Steps
	Potential Hazards, Unsafe Acts or Conditions
	Recommended Safe Job Procedure 

	1. Remove generator and fuel tank.
	No major hazard other than straight hook up.
	Staying clear of lift.
Cables, hooks and related slinging materials must be visually inspected by Supervisor before move and if the supervisor finds it adequate he should sign off on it. If he finds it even slightly frayed he should decommission it immediately.



	2. Lift the shack with helicopter.
	No major hazard other than straight hook up.
	Staying clear of lift. Use cable, hook and related slinging material inspection sheet  to document inspection findings and follow the above step.



	3. Lower shack onto flat surface at new location.
	No major hazard other than straight hook up.
	Staying clear of lift. Same as above.



	4. Set fuel tank and generator behind the shack.
	Possible pinch hazard.
	Do not get under a load or between the load and the shack. 

Always have escape route. Topic to be covered in safety meeting. Make sure ground is leveled.


	1.
Struck By (SB)
	5.
Caught On (CO)
	9.
Fall to Below (FB)

	2.
Struck Against (SA)
	6.
Caught In (CI)
	10.
Overexertion (OE)

	3.
Contacted By (CB)
	7.
Caught Between (CBT)
	11.
Exposure (E)

	4.
Contact With (CW)
	8.
Fall - Same Level (FS)
	


Page 1 of 1

Last Modified: 2008/01/17

[image: image1][image: image2.wmf]